
 

 

 
     LEVEL INDICATORS 
     SERIES VAT-30, VAT-50 

 
    
 

 

 

 

 

 

 

Visual level indicators in transparent PVC tube, series VAT-30 / VAT-50. 
 

The series VAT-30 and VAT-50 are visual level indicators for 
liquids with directly viewing of the level. Adjustable magnet alarm 
switches and transmitter output 4-20 mA are also available. 
 
Simply building with directly viewing by transparent PVC indicator 
tube, and isolating PVC valves allow to take off fastly the viewing 
tube for cleaning or replacing it on filled tank. 
 
The lower 3 way ball valves have a position working or isolating 
with drain. This position allows to test with the magnet float the 
right operation of the alarm switches and/or the output transmitter 
4-20 mA.   

 

Operating principle 

The level indicator is by pass mounted on the side of the tank, 
functioning on the principle of communicating tanks, with directly 
viewing by the transparent PVC tube. A magnet float moves into 
the tube following the liquid level variations of the tank and 
actuating the external adjustable alarm. 
Switches and/or the output transmitter 4-20 mA.   
 

Technical data 
 
VAT-30 
 
Materials : 
Indicator tube : PVC transparent 
Isolating valves : PVC 
Flanges: PVC DN25 PN16 (VAT-30) 
               PVC DN50 PN16 (VAT-50) 
Seals: EPDM (standard) / FPM 
Float 23 x 180 : PPh / density > 0,9 (VAT-30) 
Float 50 x 127 : PPh / density > 0,9 (VAT-50)  
 

VAT-50 
 
Length EB : 250 mm à 4000 mm 
Temperature : 0 à +50°C 
Pressure : 2 bars 
Connections : Flanges 
PVC DN25 PN16 (VAT-30) 
PVC DN50 PN16 (VAT-50) 
Unions PVC R1" (VAT-30) 
Unions PVC R2" (VAT-50) 
Others on request 
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Alarm contacts 
 
Adjustable alarm contacts LT-AMM3 

· Painted aluminum enclosure IP65 

· Micro-switch based electrical contact 

· Contact rating 3A / 220V 50 Hz 

· Hysteresis +/- 6 mm 

· Ambient temperature -25°C to +80 °C 

· Mechanical life 20 x 10 operations 

· Max load 3A max. / 220 VAC  

 
 
 
Adjustable alarm contacts LT-APR3 

· Body PVC with IP65 connector 

· Bi-stable reed switch based electrical contact 

· Hysteresis +/- 6 mm 

· Ambient temperature – 10°C to +70°C 

· Contact rating 0,5A / 220V / 60VA  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

    
 
 

 
 

  
 
 
Dans un souci constant d’amélioration, les caractéristiques données dans nos notices techniques peuvent être changées sans préavis.  

Nous sommes à votre service, consultez-nous. 
TECFLUID conçoit et fabrique des appareils d’instrumentation pour 
gaz et liquides en utilisant les techniques les plus avancées. 
Demandez notre documentation 

en nous téléphonant au N° 01 34 64 38 00 (lignes groupées). 

                              B.P. 27709 
             95046 CERGY PONTOISE CEDEX - FRANCE 

                        Tél. 01 34 64 38 00 – Fax. 01 30 37 96 86 
                                                     Internet : www.tecfluid.fr 

 

 

 

 


